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103 1/2 / 2629 39 11/16 / 1008

39 11/16 / 1008

39 11/16 / 1008

109 / 2769

109 / 2769

109 / 2769

109 / 2769

41 7/16 / 1052
41 7/16 / 1052

3170 / 1438
3920 / 1778

73 3/8 / 1864
82 1/2 / 2096

7990 / 3624504

7650 / 3467503

103 1/2 / 2629 6955 / 3155504 39 11/16 / 1008

MODEL

WEIGHT SCREEN AREADIMENSIONS

Height
(IN / MM)

Weir Height
(IN / MM)

Actual Wt.
(LBS / KG)

MODEL

OPTIONS

OPTIONS

WEIGHTDIMENSIONS

Height
(IN / MM)

Weir Height
(IN / MM)

Actual Wt.
(LBS / KG)

FLC 503/504 with standard sump

WEIR FEEDER
(BACK TANK)

BOX FEEDER

FLC 503/504 with standard sump, weir feeder, & pan with hydrocyclone package

(20) 4" DESILTER CONES

(3) 10" DESANDER CONES

(3) 10" DESANDER CONES
& (20) 4" DESILTER CONES

6255 / 2837503

3380 / 1533
4130 / 1873

24.9
33.2

PMD
(SQ. FT.)

24.9
33.2

34.5
46.0

PMD+
(SQ. FT.)

34.5
46.0

SCREEN AREA

24.9

33.2

PMD
(SQ. FT.)

24.9

33.2

34.5

46.0

24.9

33.2

34.5

46.0

PMD+
(SQ. FT.)

34.5

46.0

503
504

503
504

73 3/8 / 1864
82 1/2 / 2096

39 11/16 / 1008
39 11/16 / 1008

39 11/16 / 1008

39 11/16 / 1008

6235 / 2828504

5535 / 2511503

69 5/8 / 1768 35 7/8 / 911

37 7/8 / 962
37 7/8 / 962

37 7/8 / 962

110 1/4 / 2800

81 3/16 / 2062
115 1/4 / 2927

110 1/4 / 2800 19500 / 8845503 w/Cones

108 1/4 / 2750 14600 / 6622503 w/Cones 35 7/8 / 911

MODELDesign

WEIGHTDIMENSIONS

Height
(IN / MM)

Weir Height
(IN / MM)

Actual Wt.
(LBS / KG)

Dual and Triple FLC 503/504

Dual

Triple

8600 / 3900

145 7/16 / 3694

117 15/16 / 2996

145 7/16 / 3694

145 7/16 / 3694

126 / 3200

102 / 2591
129 7/16 / 3288

Length
(IN / MM)

Length
(IN / MM)

126 / 3200

117 15/16 / 2996
145 7/16 / 3694

129 3/16 / 3281

115 5/16 / 2929

121 7/16 / 3085

129 3/16 / 3281

Length
(IN / MM)

142 11/16 / 3624
149 1/8 / 3788

503

68 3/4 / 1746
68 3/4 / 1746

Width
(IN / MM)

Width
(IN / MM)

80 / 2032

64 3/4 / 1645
64 3/4 / 1645

LOW WEIR FEEDER
3590 / 1628
4020 / 1823

24.9
33.2

34.5
46.0

503
504

73 3/8 / 1864
77 5/16 / 1964

25 3/8 / 645
25 3/8 / 645

121 3/16 / 3078
148 11/16 / 3777

64 3/4 / 1645
64 3/4 / 1645

80 / 2032

75 / 1905

75 / 1905

80 / 2032

80 / 2032

Width
(IN / MM)

145 5/8 / 3699

162 13/16 / 4135

145 5/8 / 3699
162 7/8 / 4137

242 9/16 / 6161

242 9/16 / 6161

37 7/8 / 962 13700 / 6214503

9500 / 4309
15500 / 7031

504
504 w/Cones

SCREEN AREA

66.4

66.4

PMD
(SQ. FT.)

49.8

49.8

92.0

92.0

74.7

74.7

103.5

103.5

PMD+
(SQ. FT.)

69.0

69.0

FLC 503 and 504 Dimensions

Three-Year WarrantyTwo-Year Warranty

15630 Export Plaza Drive  •  Houston, Texas 77032
Toll Free: (866) DERRICK  •  Phone: (281) 590-3003  •  Fax: (281) 442-6948

E-mail: derrick@derrickequipment.com  •  www.DerrickEquipment.com

Derrick Dual and Triple FLC 503 and FLC 504

The Dual and Triple FLC 503/504 is a single skidded unit configured with a common back tank and center cement by-pass 
with gate valve. Standard features include “greased-for-life” Super G vibrating motors, single-side tensioning system, and 
adjustable while drilling (AWD) deck angle adjustment.

Dual FLC 504 Triple FLC 503 with Optional Cone
Package and Superstructures

SUPER G MOTOR CERTIFICATIONS:

DERRICK CORPORATION

ISO 9001:200810001171


